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Series 17G Gasoline Engine Driven
Modular Hydraulic Power Units

Fal)
i
:

Flows to 12 GPM

6 Horsepower and 13 Horsepower
Pressures to 4000 psi

Standard features include...
Single manifold base unit
Electric and manual recoil start
Bypass valve for easy starting
Direct acting or pilot operated relief valve
Pressure gage with gage snubber
Guarded sight gage with thermometer
Filtered lockable filler breather
Return line filter with conditition indicator
Provision to add heat exchanger
Oversize SAE threaded drain plug



Flex Power Pack

Flex Power Pack
Series 17G Modular Hydraulic Power Units - 6 and 13 HP - Ordering Code

Control Base
Assembly With
Return Filter
Pump Motor Tank and Tank Cover

P24G - G13 - T3G - G 1L D A
1 1 | | |

Other parts and accessories

Handknob kit for relief valve - P/N 991-211

Tamper resistant cover for relief valve, Series 15 - P/N 991-001
Key lock kit for relief valve, Series 15 - P/N 993-008

Touch-up paint - 160z aerosol spray can - P/N MG1000-G30

Relief Valve Standard Guage

Pressure Range Setting (supplied)
A =500-3000 PSI 1000 PSI | 0-5000 PsI
B =300-1500 PSI 1000 PSI | 0-1500 PsI
D = 200-800 PSI 400 PSI 0-1000 PSI
W= 800-4500 PSI 1000 PSI | 0-5000 PsSI

Tank
TO = No tank Relief Valve

T3G =10 Gal D = Direct Acting
T4G =15 gal P = Pilot Operated
T5G = 20 Gal

T6G = 25 Gal

10 Micron Filter
1 = Cellulose Element - Standard
1L = Cellulose Element - High Capacity
2 = Synthetic Element - Standard
2L = Synthetic Element - High Capacity

Control Base Assembly with
Filter and Tank Cover
G = Series 17G

4-cycle gasoline engine
Motor Code G06 G13
Fixed Displacement Pump HP of motor 6 HP 13 HP
Code Pump Flow A A
P13G = 1.8  GPM 3000 PSI 3000 PSI
P14G = 36 GPM 2430  PSI 3000 PSI
P21G = 53 GPM 1660 PSI 3610 PSI
P22G = 6.2 GPM 1420 PSI 3080 PsSI
P23G = 7.0 GPM > 1240 PSI 2700 PSI
P24G = 8.8 GPM 990 PSI 2160 PSI
P25G= 123 GPM 710 PSI 1540 PSI
P30G= 141 GPM 620 PSI 1350 PSI Maximum
P31G= 141 GPM 620 PSI 1350 PSI System
P32G= 176 GPM 490 PSI 1070  PSI Pressure
P33G= 194 GPM 440 PSI| 980 PSI
P34G= 246 GPM 350 PSI| 760 PSI
Fixed Displacement Two Stage Pump
P41= 47 - 09 GPM 3000 PSI 3000 PSI
P42= 65 - 09 GPM 3000 PSI 3000 PSI
P43= 84 - 28 GPM 3000 PSI 3000 PSI
P44= 103 - 28 GPM 3000 PSI 3000 PsSI
P45= 121 - 28 GPM 3000 PSI 3000 PSI
P4a6= 149 - 3.7 GPM 2360 PSI 3000 PSI
P51= 201 - 6.7 GPM 1300 PSI 2840 PSI
p52= 268 - 6.7 GPM > 1300  PsI 2840 PsI
Below Above
650 650
PSI PSI

12 volt starting battery is supplied without electrolyte.

Water cooled heat exchanger available, contact your Flex Power Pack representative.
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